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ALL NON-WATER MAIN CONSTRUCTION SHALL
ADHERE TO THE 2017 ENGLISH EDITION OF
THE NEBRASKA STANDARD SPECIFICATIONS.

ALL WATER MAIN CONSTRUCTION SHALL
ADHERE TO THE SPECIAL PROVISIONS.

THE WORK ON THIS PROJECT CONSISTS OF GROUPS
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GRADING

GROUP |
ITEM QUANTITY UNITS
MOBILIZATION | LUMP SUM
TRAFFIC CONTROL | LUMP SUM
GENERAL CLEARING AND GRUBBING | LUMP SUM
SALVAGING AND PLACING TOPSOIL 2,323 SQUARE YARDS
REMOVE PAVEMENT 17 SQUARE YARDS
STABILIZED CONSTRUCTION EXIT | EACH
REMOVE AND RESET FENCE 30 LINEAL FEET

SURFACING

GROUP 3
ITEM QUANTITY UNITS
CRUSHED ROCK SURFACE COURSE 54 TON
8" CONCRETE PAVEMENT, CLASS 47B-3500 3 SQUARE YARDS
CLASS 47B-3000 CONCRETE FOR HEADER 2 CUBIC YARDS
SUBGRADE PREPARATION 93 SQUARE YARDS

EROSION CONTROL

GROUP L
ITEM QUANTITY UNITS
SEEDING, TYPE B 0.48 ACRES
EROSION CONTROL, CLASS 1D 2,314 SQUARE YARDS
FABRIC SILT FENCE - LOW POROSITY 1,261 LINEAL FEET

WATER MAIN

GROUP W
ITEM QUANTITY UNITS
REMOVE 16" PLUG | EACH
REMOVE WATER MAIN, 14" 12 LINEAL FEET
REMOVE WATER MAIN, 16" 30 LINEAL FEET
16" WATER MAIN PIPE 173 LINEAL FEET
RESTRAINED JOINT WATER MAIN PIPE, I6" 12 LINEAL FEET
SMOOTH STEEL CASING, BORED IN PLACE, 30" 90 LINEAL FEET
14" SOLID SLEEVE, M.J. 2 EACH
16" SOLID SLEEVE, M.J. 2 EACH
16" X 45 DEG BEND, M.J. 4 EACH
16" X 90 DEG BEND, M.J. | EACH
16" GATE VALVE, M.J. (VALVE PROVIDED BY CITY OF SEWARD) 4 EACH
16" X 14" REDUCER, M.J. 2 EACH
16" X 16" TEE, M.J. | EACH
16" RETAINER GLAND 27 EACH
14" RETAINER GLAND 2 EACH
CONCRETE FOR THRUST BLOCKS AND ANCHORAGES 16.8 CUBIC YARDS
STEEL FOR THRUST BLOCKS AND ANCHORAGES 520.3 POUNDS
TEMPORARY SHORING 800 SQUARE FEET
WATER MAIN TESTING AND DISINFECTION | LUMP SUM

PROJECT NO.

SHEET NO.

09336.001-D

C1
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®
~ WALKER ROAD - 5 .
- Beginning chain NORTH_WATER description
."2 = Point 154 N 80,215.675 E 88,226.695 Sta 1+00.00 T
Course from 154 to 155 N 0° 32' 58" E Dist 400.000
[7s J—
Point 155 N 80,615.657 E 88,230.531 Sta 5+00.00
< | Course from 155 to 156 N 0° 32' 58" E Dist 800.000
-
Point 156 N 81,415.620 E 88,238.203 Sta 13+00.00
° -1 2 Course from 156 to 157 N 0° 32' 58" E Dist 311.000
<
=
o« Point 157 N 81,726.606 E 88,241.186 Sta 16+11.00
o — W
: Course from 157 +o 158 S 839° 40' 23" E Dist 12.501
=
- 4 E Point 158 N 81,726.534 E 88,253.687 Sta 16+23.50
=
o
2 Course from 158 to 159 N 0° 32' 38" E Dist 65.012
9 1 EQ Point 159 N 81,791.544 E 88,254.304 Sta 16+88.51
Course from 159 to 160 N 0° 32' 38" E Dist 156.433
[+,] —
Point 160 N 81,947.969 E 88,255.788 Sta 18+44.95
© _ ===============================================================================
Ending chain NORTH_WATER description
~ -
[T} —
n  — GEOPAK ALIGNMENT INFORMATION
ALIGNMENT CHAIN PROFILE
< - 16" NORTH WATER MAIN NORTH_WATER WATER_N_PRO
™M —
N —
- ——1

WORTHMAN BOULEVARD

HORIZzONTAL
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RAILROAD TRACKS
RETAINING WALL

(MSE Walls, Granular Fill for
bridges, Culverts, etc)

SATELLITE DISH
SIGN

** Moisture as necessary to obtain density.
(A moisture target value at maximum density shall be established in the field by the Contractor
during the compaction process. The acceptable moisture content shall be £ 2% of the target value.)
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TRAFFIC SIGNAL

TRAFFIC SIGNAL/ST. LIGHT
TELEPHONE BOX

TELE. FIBER DPTICS BOX
TELEPHONE PULL BOX
TELEPHONE POLE
TELEVISION BOX

TREE - CONIFERDUS
TREE - DECIDUOUS

TREE STUMP

WATER (FIRE) HYDRANT
WATER VALVE

WATER METER

WELL

WINDMILL

“@@XQ?‘@{?E*@EH%*-:a% Hx@@ﬂ@*@@g E@m

- —G6— - GAS LINE
—----E--- ELECTRICAL SERVICE
——P —— POWER LINE
—— OP — OVERHEAD POWER LINE NOTES
— SAN — SANITARY SEWER
— SS—— STORM SEWER COMPACTION REQUIREMENTS The location of all aerial and underground utility
facilities may not be indicated in these plans.
—— T —— TELEPHONE LINE Thefollswhas compaeron Teuiemats se retonimended for s bl Underground utilities, whether indicated or not
 F0— FIBER OPTIC TELE. LINE R Bt S B b L L e pn will be located and flagged by the utilities at
. L s : the request of the contractor. Utilities are
- R » | AEN
ot OVERHEAD TELEPHONE LINE CUﬂPlAL]—[“lO: \’1“_{‘.*1.'?"?-“,'5'“5‘ located within the project area. Any utility
— TV—— CABLE TV LINE ass1lHsecypeciiications) m— relocation will be at the contractors expense.
. . DEPTH BELOW PERCENT Nebraska One Call will be utilized.
0TV OVERHEAD CABLE TV LINE
v VATER LINE SOIL TYPE FINISH SUBGRADE ~ DENSITY MINIMUM MAXIMUM N " 0 b itted in th "
- Embankment / Roadwa Silt-Cla Upper 3 feet 98 Min. Opt. -3% Opt. +2% 0 excavarion wi’ be permiTted in ihe area or =
o FENCE - CHAIN LINK Grading, including dnvelrways‘ SitCl Y At dach i 95 Min Oot. 3% Ot 42% underground utility -Foc!hhes_ _un+|l all such -F_ocnlrhses
to receive concrete pavement lit-Llay epins greate . pl. -3% pt. have been located and identified to the satisfaction
x FENCE - R.0.W. OR WIRE than 3 feet of all parties. The excavation must be accomplished
o FENCE - WOQD Granular All depths 100 Min. At " with extreme care in order to avoid any possibility
e FLOWLINE of damage to the utility facility.
Embankment / Roadway Silt-Clay Upper 3 feet 100 Min. Opt. -2% Opt. +1%
— - — CENTER LINE DRIVE Grading, including driveways, Silt-Clay At depths greater 95 Min. Opt. -3% Opt. +2% The Contractor shall furnish and maintain all necessary
BENCH MARK to receive flexible pavement than 3 feef barricades, warning signs, lights and flaggers per the
W . . " MUTCD and NDOT S+andard Specifications. The Contractor
CENTER PIVOT Granular All depths 100 Min. shall inspect and verify all appropriate barricades and
CONTROL POINT - signs are placed accordingly and upright at the end of
© DIKE E’:;%?gg"t”oepetgeﬁ%aggagl Al All depths 95 Min. ** ** each construction day, or as directed by the Engineer.
XXXXXXXXX
© GAS METER surfacing / crushed rock Prior to construction, Contractor shall submit to the City
6AS VALVE embedment Engineer for approval a traffic control plan and construction
> Embankment / Road Al All depth 95 Mi oot -3% Oot. +2% schedule for road closure. Contractor must give 48 hours notice
—|— GRID TICK e?;u?ﬁg?&"ta bGDEU#:ged epths in. pt. - pt. +2% prior to pavement or tree removals to the City Engineer.
GUARDRAIL
____________________________________ Contractor to remove, salvage and reset any necessary
° GUARD PDST Subgrade Preparation, Silt-Clay The upper 6 inches of a8 Min. Opt.-3% Opt. +2% traffic signs in their original location, unless noted otherwise.
. GUY POLE Shoulder Subgrade subgrade soil ¢ + hout stati hall b + ted ded duri
Preparation (Concrete : ; - oncrete washout stations shall be constructed as needed during
- GUY WIRE Pav?ement) ( Granular Thgt:pgerﬁ_llnches of 100 Min. " the paving operations. This shall be considered subsidiary to
;&unmﬁg LIGHT POLE Subgrade sol other items receiving direct payment.
MAILBOX gﬁgﬁﬁgﬁ&ﬁgggon' Silt-Clay lﬂg l:apdp:rsgiilnches of 100 Min. Opt. -2% Opt. +1% The Contractor shall not enter BNSF premises or commence
MANHOLE Preparation (Flexible 9 < . 5% <o construction unless accompanied by a BNSF representative, the
MARSH Pavement) Granular The upper 6 inches of 100 Min. Scheduling Agent, or its designee. The Contractor shall notify the BNSF
subgrade soil representative or Scheduling Agent at ROWCoordinatoreBNSF.com at
OIL WELL o o - L L least ten (10) business days prior to installation of the pipeline or
PHOTO CODE POINT Embankment of driveways All All depths Class | (See Specifications) entering BNSF premises.
POWER BOX which are not to be surfaced The Contractor shall only use public roadways to cross from one side
POWER POLE Bituminous Pavement All Underlying Material 100 Min. (See Specifications) the BNSF tracks to the other.
POWER PULL BOX Patching
PROPANE. TANK Foundation Course / - -- 100 Min. (See Specifications)
R.0.W. MARKER Subgrade Stabilization
ADVANCED R.R. WARNING SIGN
RAILROAD WARNING Granular Structural Fill Granular All depths 100 Min. Opt. -3% Opt. +3%
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ROADWAY DESIGN DIVISION.

PROPERTY:

—

@ PQOINT 10.64"' LT. STA. 16+64.37

X=88243.44 Y=81767.50

@ POINT 10.82' RT. STA. 16+64.45

X=88264.90 Y=81767.38

EXISTING ROW—"|

—

Computer: LINMEGANS

FUTURE PAVING/DRIVEWAY
(BY OTHERS)

PROJECT LOCATION: HIGHWAY 15 & WORTHMAN BLVD, SEWARD, NE

Date: 27-0CT-2025 13:23

PROCCESSING,

File: 09336001 CRO1-Phase 3.dgn

Scale: 1:20

POINT 10.75' LT. STA. 16+94.93

X=88243.61 Y=81798.06

POINT 10.71" RT. STA. 16+94.78

X=88265.07 Y=81797.70
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T~— EXISTING BNSF ROW

/
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—EXISTING 12" WATER MAIN

— &

\ REMOVE & RESET FENCE

DO NOT DISTURB EXISTING
14" WATER MAIN

TENNECO PROPERTY

EXISTING BNSF ROW

SHEET NO.

J1

SC H = M M = R S536001-
_— _—
s s 09336001-D

333 SOUTH 21ST STREET, SUITE 102
LINCOLN, NEBRASKA 68510
CERTIFICATE OF AUTHORIZATION: CA-0666
— y 4
0 10" 20"
SCALE

/7 EXISTING 14" WATER MAIN

\

REMOVE PAVEMENT

STATION T0 STATION

SIDE SQ. YDS.

16+80.53 - 16+87.85

LT/RT 17

BUILD 8'' CONCRETE PAVEMENT, PLAN 329

STATION T0 STATION

SIDE SQ. YDS.

16+64.41 - 16+94.85

LT/RT 13

CLASS 47B-3000 CONCRETE FOR HEADER, PLAN 301

STATION  TO  STATION SIDE CU. YDS.
16+64.37 — 16+94.93 LT. 1
16+64.45 - 16+94.78 RT. 1
REMOVE & RESET FENCE
STATION  TO  STATION SIDE LIN. FT.
17+94.33 ¢ 30

BUILD CRUSHED ROCK SURFACE COURSE

STATION T0 STATION

SIDE TON

16+68.82 - 16+94.78

LT./RT. 54

TN

CONCRETE HEADER

%" BOARD TO BE

CONSTRUCTION & REMOVAL




ROADWAY DESIGN DIVISION.
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SC H ] M M L] R PROJECT NO. SHEET NO.
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— Design with Purpose. Build with Confidence.
% BUILD EROSION CONTROL-CLASS 1D, PLAN 501 oyl svonkmppyibaios
LINCOLN, NEBRASKA 68510
STATION T0 STATION SIDE DESCRIPTION WIDTH CERTIFICATE OF AUTHORIZATION: CA-0666

VARIES LT./RT. AREAS OF DISRUPTION VARIES

—X— BUILD FABRIC SILT FENCE-LOW POROSITY, PLAN 502 SEEDING, TYPE 'B" 0.47 ACRES

STATION T0 STATION SIDE DESCRIPTION LIN. FT.
17+14.60 LT./RT. AT TOE OF FORESLOPE 108
VARIES LT./RT. 2' OUTSIDE DISTURBED AREA 803

ALONG WALKER ROAD RT. AROUND PERIMETER OF EXCAVATION STOCKPILE 216

1/4 SECTION LINE 4
BORE PIT AREA

v
L

/ o= 3
ffffff o L o e 4 B e —— B ——— : . _— -
ekt T i ooty

- - -

- -

-

= - .

'
PROPOSED PAVING/DRIVEWAY
W 1 20' WIDE CONTRACTOR ACCESS DRIVE

I'S

STOCKPILE

” EXCAVATION
o
LOCATION

TENNECO PROPERTY
EXISTING 12" WA

: l; ‘ EXISTING BNSF ROW

EXCAVATION EXISTING BNSF RL'J!II

; ( ]
STOCKPILE ‘ R I

.'LOCATION - »

: rEXISTING FiAILROAD EASEMENT A

R

WALKER ROAD
T .. -l — g g - .

OF NES

TrrreesssS

EROSION CONTROL
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ROADWAY DESIGN DIVISION.
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- - 09336001-D K1

Design with Purpase. Bulkd with Confidence. C.N.

REMOVE WATER MAIN O WATER VALVE ] DUCTILE IRON WATER MAIN FITTINGS, M.J. cES?F@55@83%?&%@@%%5%!:is
STATION TO STATION SIDE SIZE L.F. NO. STATION OFFSET DESCRIPTION NO. STATION OFFSET DESCRIPTION
1+00.00 — 1+09.25 ¢ 16" 10 1 1+06.00 € 1 - 16" GATE VALVE, M.J. 1 1+09.25 € 1 - 16" SOLID SLEEVE, M.J. , y 4
2 - 16" RETAINER GLANDS 2 - 16" RETAINER GLAND
O WATER MAIN NOTE: 16" GATE VALVES PROVIDED BY THE CITY OF SEWARD 0 20 40°
D, STATION 70 STATION SIoE SIoE TF. — —X—X- BUILD FABRIC SILT FENCE-LOW POROSITY, PLAN 502 :SCALE
1 1+00.00 - 1+09.25 ¢ 16" 10 SEEDING, TYPE "B 0.004 ACRES STATION TO STATION SIDE DESCRIPTION LIN. FT.
1 2 3 1+00.00 — 1+11.01 LT./RT. IN ALL DISTURBED AREAS 70
4 5 £

/ PROPERTY LINE

Computer: LINMEGANS

Date: 27-0CT-2025 13:24

-ﬂ'
™
1 f z'o+ 1 I J
f |
EX. 16" WATER MAIN
[a) & PROJECT ¢
E EXISTING PERMANENT EASEMENT
Y
2
o
o \\
=z
<t
% " WATER MAIN
EXISTING 12
g BUILD EROSION CONTROL-CLASS 1D, PLAN 501
STATION TO0 STATION SIDE DESCRIPTION WIDTH SQ. YDS.
1+00.00 - 1+11.01 LT./RT. AREAS OF DISRUPTION 10’ 18
/EXISTING ROW
CONTRACTOR TO RESTORE GRADE TO EXISTING
CONDITIONS AFTER INSTALLATION OF VALVES EXISTING GROUND OVER WATER MAIN
1460 1460
1455 1455
1450 Sobe Popd BEb ERUE EUE POty ey R PO FEry N Fo ot prast Fhety Frvt Ebad cooot hots Ete ) PRSSt Sl B PSS ERPY EEEH T FEP S S 1450
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File: 09336001 PWO1-Phase 3.dgn PROJECT LOCATION: HIGHWAY 15 & WORTHMAN BLVD, SEWARD, NE

Scale: 1:40




ROADWAY DESIGN DIVISION.
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Design with Purpase. Bulkd with Confidence. C.N.

333 SOUTH 21ST STREET, SUITE 102
LINCOLN, NEBRASKA 68510
CERTIFICATE OF AUTHORIZATION: CA-0666

y 4
0 20" 40'

SCALE

PROPERTY LINE

w
~
@
(T}

10 1 1

EXISTING 16" WATER MAIN
& PROJECT €
EXISTING PERMANENT EASEMENT

EXISTING HYDRANT

WATER MAIN PLAN AND PROFILE

Computer: LINMEGANS

Date: 27-0CT-2025 13:24

EXISTING GROUND OVER WATER MAIN
1460 1460
1455 1455
1450 1450
1445 \ ______ 1445
EXISTING 16" WATER
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File: 09336001 PWO2-Phase 3.dgn PROJECT LOCATION: HIGHWAY 15 & WORTHMAN BLVD, SEWARD, NE
1:40

Scale:




ROADWAY DESIGN DIVISION.

PROJECT NO. SHEET NO.

SC H E M M E R 09336001-D K3

Design with Purpase. Bulkd with Confidence. C.N.
333 SOUTH 2I1ST STREET, SUITE 102

A 68510

LINCOLN, NEBRASK 5
REMOVE WATER MAIN O WATER VALVE ] DUCTILE IRON WATER MAIN FITTINGS, M.J. CERTIFICATE OF AUTHORIZATION: CA-0866
STATION T0 STATION SIDE SIZE L.F. NO. STATION OFFSET DESCRIPTION ND. STATION OFFSET DESCRIPTION " y 4
15+91.64_— 16+15.00 4" RT. 16" 20 1 16+01.64 4" RT. |1 - 16" GATE VALVE, M.J. 1 16+15.00 1.25' RT. | 1 — 16" SOLID SLEEVE, M.J.
2 - 16" RETAINER GLANDS 2 - 16" RETAINER GLAND 0 20" 40"
O WATER MAIN NOTE: 16" GATE VALVES PROVIDED BY THE CITY OF SEWARD I ey —
NO. STATION T0 STATION SIDE SIZE L.F. an SCALE
1 15+91.64 - 16+15.00 24 RT. 6" 20 SEEDING, TYPE 'B 0.005 ACRES —X— BUILD FABRIC SILT FENCE-LOW POROSITY, PLAN 502
STATION T0 SIDE DESCRIPTION LIN. FT.
15+90.48 - 16+20.01 LT./RT. IN ALL DISTURBED AREAS 64
2 13 14
/PROPERTY LINE
= DO NOT DISTURB EXISTING BEND 16 17 18
DO NOT DISTURB EXISTING HYDRANT AND TEE
2 NN
1 X1 X

f

X —

EXISTING HYDRANT

EXISTING 16" WATER MAIN EXISTING PERMANENT EASEMENT/

& PROJECT ¢

FUTURE DRIVEWAY
(BY OTHERS)

BUILD EROSION CONTROL-CLASS 1D, PLAN 501

/EXISTING 12" WATER MAIN

WALKER ROAD

FUTURE DRIVEWAY
(BY OTHERS)

Computer: LINMEGANS

Date: 27-0CT-2025 13:24

File: 09336001 PWO3-Phase 3.dgn PROJECT LOCATION: HIGHWAY 15 & WORTHMAN BLVD, SEWARD, NE

Scale: 1:40

STATION  TO  STATION SIDE DESCRIPTION WIDTH SQ. YDS. DARI PROCESSING, LLC.
15+90.48 — 16+20.01 LT./RT. AREAS OF DISRUPTION 10’ 26
EXISTING ROW—" |
1460 1460
EXISTING GROUND OVER WATER MAIN
CONTRACTOR TO RESTORE GRADE TO EXISTING
CONDITIONS AFTER INSTALLATION OF VALVES
1455 1455
1450 1450
r
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ROADWAY DESIGN DIVISION.
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Design with Purpase. Bulkd with Confidence. C.N.
333 SOUTH 2I1ST STREET, SUITE 102

LINCOLN, NEBRASKA 68510
CERTIFICATE OF AUTHORIZATION: CA-0666

EDGE OF GRAVEL\ EDGE OF RR BALLAST EDGE OF RR BALLAST — =
0 20" 40"

Computer: LINMEGANS

Date: 27-0CT-2025 13:24

File: 09336001 PWO4-Phase 3.dgn PROJECT LOCATION: HIGHWAY 15 & WORTHMAN BLVD, SEWARD, NE

Scale: 1:40

\ 60" ) F;—
¢ WALKER ROAD——— SCALE
90 L.F. OF 16" DR-18 PVC WITH 30" STEEL CASING EDGE OF GRAVEL
EX. 16" PLUG TO BE REMQVED / 30" STEEL CASING PIPE
0.406" WALL THICKNESS
PROPERTY LINE
1/4 SECTION LINE 0.967" WALL THICKNESS
EXISTING CROSS CONNECTION
POTHOLE LOCATION 2 16" PVC CARRIER PIPE
= SR S I = =. SN e AL ro-—Jd—-._ ./ _TOP OF 14" WATER = 1447.30
r ! | PROPOSED 16" GATE VALVE COATED STEEL CASING SPACER
N
16 l ' 47 ! 18 STEEL PIPE SHALL BE IN CONFORMANCE WITH ASTM A1097 AND OF LEAKPROOF CONSTRUCTION,
VALVE INSTALLATION CALLOUTS . VER|TICAL BORE PIT LOCATION~ SUCH AS BUTT WELDED OR INTERLOCKING JOINTS WHICH ARE CAPABLE OF WITHSTANDING RAILROAD
SHOWN ON SHEET K3 ' |d VERTICAL SHORING : LOADING. PIPE SHALL BE ASTM A-139, GRADE B AND HAVE A SPECIFIED MINIMUM YIELD STRENGTH,
| SHORING 34" a0 | SMYS, OF AT LEAST 35,000 PSI (POUNDS PER SQUARE INCH/241,317kPa.)
1 v W .
—— 4' T : ALL METALLIC CASING PIPES ARE TO BE DESIGNED FOR EFFECTIVE CORROSION CONTROL, LONG
/ Lo \ '\ ooy ! J SERVICE LIFE AND RELATIVELY FREE FROM ROUTINE SERVICING AND MAINTENANCE. CORROSION
PERMANENT EASEMENT b ¥ SEe—————————=——=—|-g = o CONTROL MEASURES FOR METALLIC CASING PIPING MUST INCLUDE COATING SUCH AS FUSION BONDED
] e 40" 40" l EPOXY COATING (FBE) WITH AN ABRASION RESISTANT OVERCOATING (ARQ).
I ' - LIY
EXISTING ROW—— | 16" PVC' WATER MAIN— L 30" 30" i ) STEEL CASING PIPE WILL BE SEALED ON BOTH ENDS.
[ ‘ , 16" PVC WATER MAIN
R !
DARI PROCESSING, LLC. [T RECEIVING PIT LOCATION— !
| | POTHOLE LOCATION 1 - DO NOT DISTURB EXISTING WATER MAIN
; : TOP OF 14" WATER = 1448.79
) ] ! SURVEYED DEPTH OF WATER VALVE, 3.9'
=) i ! 14" F.L. = 1446.05
T CITY ROW ol ! TENNECO PROPERTY
PROPOSED PAVING/DRIVEWAY L N i
X : EXISTING BNSF ROW ,
T s \i\ i\\EXISTING BNSF ROW
EXISTING RAILROAD EASEMENT . EXISTING 12" WATER MAIN .
| .' i WATER MAIN PLAN AND PROFILE
- Qeo' ‘ SCALE
Eg[A)IWWECKgEA‘R'%D EASEMENT e jvitnlid
1460 S : l " VERT= 4:1 |
BLAi S R RD EASEMENT\ ] STA. 17+96.71, TENNECO FENCE
BASE OF RAIL | BASE OF RAIL / EXISTING GROUND OVER WATER MAIN
EL. 1456.92 \4\ JEL. 1456.32 /fSTA. 17+94.33, EXISTING ROW/PROPERTY LINE
1455 EXISTING GROUND OVER WATER MAIN £y FIBER DPTIC - < lvackan rodo ./‘ 3 . ass
30 30 b
EX. BASTTIN AREA OF || | AREA OF 1
SHORING SHORING /
EX. UG POWER T : : ] /
© - /
1450 ~H :. | ——EX. 14" WATER / 1450
N o SN - F.L. 1,447.63 /
r
\ < I I | o s - /
o \ © [ [ 9 i (1 HIS //
bnil EEEEY R BV EEV) EESY ESehe bebel | s pxwes i bl kel etk bk bxbel i & ks e : : N—EX. 14" WATER 1445
------ S Elah kR R i A 1, A% = /F.L. 1,446.73 Ex. 14 WATER
© EX. 18" SANITARY | ‘ // F.L. 1,446.73
© APPROX. F.L. 1440.36 | | |/
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ROADWAY DESIGN DIVISION.

Design with Purpose. Build with Confidence.
REMOVE FITTING O WATER VALVE O WATER MAIN 333 SOUTH 21ST STREET, SUITE 102
STATION OFFSET SIZE TYPE EA NO. STATION QFFSET DESCRIPTION NO STATION T0 STATIDN SIDE SIZE L.F. CERT\F\R%%ELgﬁNggﬁagéﬁzAﬁﬁ%y‘w?CA—OGQG
16+90.51 G 16" PLUG 1 1 16+87.14 € |1 - 16" GATE VALVE, M.J. 1 16+90.51 - 16+98.65 3 16" 8
2 - 16" RETAINER GLANDS 2 16+98.65_— 17+07.06 3 16" 9 ‘ =
2 18+18.33 € |1 - 16" GATE VALVE, M.J. 3 17+07.06_—_18+02.26 3 16" 96 CONC. & STEEL FOR THRUST BLOCKS AND ANCHORAGES
2 - 16" RETAINER GLANDS 4 18+02.26 - 18+10.67 16" 9 STATION OFFSET SIZE CONC (CY) | STEEL (LB) . .
" 3 - 0 10 20
REMOVE 14" WATER MAIN PIPE NOTE: 16" GATE VALVES PROVIDED BY THE CITY OF SEWARD 5 18+10.67 — 18+16.33 £ 16" 8 16+98.65 £ 16 3.46 32 — S—
STATION TO STATION SIDE L.F. 6 18+18.33 — 18+21.27 2 16" 3 17+07.06 2 16" 3.46 92
18+15.58 — 18+27.09 .30 L.l 12 8 18+17.08_— 18+21.33 11311135 LT 16" 5 18+02.26 E 16 3.46 92 SCALE
O RESTRAINED JOINT WATER MAIN 9 18+21.33 - 18+25.58 11.35°-1139 L] 16" 5 18+10.67 £ 16 3.46 92
NO STATION T0 STATION SIDE SIZE L.F 18+21.43 0 16 2:0 109.5
: il 18+21.33 11.35' LT. 16" 1.0 42.8
7 18+21,33 - 18+21.43 §-11,35 LT| 16" 12
SMOOTH STEEL CASING, BORED IN PLACE, 30" NOTE TO CONTRACTOR:
STATION T0 STATION SIDE SIZE L.F. EXISTING SHUTOFF VALVE LOCATED
17+09.71 — 17+99.71 3 30" 90 APPROXIMATELY 561' WEST & 10'
SOUTH OF 1/4 SECTION LINE
PROPERTY LINE 1/4 SECTION LINE

16 .

VALVE INSTALLATION CALLOUTS ON SHEET K3*\

PROJECT LOCATION: HIGHWAY 15 & WORTHMAN BLVD, SEWARD, NE
Computer: LINMEGANS

Date: 27-0CT-2025 14:02

EXISTING ROW \
DO NOT DISTURB EXISTING CROSS

DARI PROCESSING, LLC. |

DO NOT DISTURB
EXISTING 14"
WATER MAIN

30" SMOOTH STEEL CASING

PROPOSED PAVING/DRIVEWAY H

TENNECO PROPERTY

|:| DUCTILE IRON WATER MAIN FITTINGS, M.J.

NO. STATION OFFSET DESCRIPTION |

/CITY ROW |

1 16+98.65 [3 - 16"x45° BEND, M.J.
- 16" RETAINER GLAND

- 16" ANCHORAGE EXISTING 14"

! SHUTOFF VALVE

- 16"x45° BEND, M.J. |
- 16" RETAINER GLAND
— 16" ANCHORAGE

2 17+07.06 [
LOCATED

APPROXIMATELY

EXISTING RAILROAD EASEMENT
e

135' EAST OF
EXISTING HYDRANT

- 16"x45° BEND, M.J.
- 16" RETAINER GLAND
— 16" ANCHORAGE

3 18+02.26 [ \
! EXISTING BNSF ROW

e i

- 16"x45° BEND, M.J.
- 16" RETAINER GLAND
16" ANCHORAGE |

4 18+10.67 [

\ EXISTING BNSF ROW

|
\EXISTING 12" WATER MAIN

- 16"x90° BEND, M.J. ROTATED UP 10° |
- 16" RETAINER GLAND
- 16" THRUST BLOCK

5 18+21.43 [

WALKER ROAD

6 18+17.08 11.31" LT. - 16"x14" REDUCER, M.J.
- 14" SOLID SLEEVE, M.J. !
- 16" RETAINER GLAND

- 14" RETAINER GLAND

- 16"x16" TEE, M.J. ROTATED 10° DOWN
- 16" RETAINER GLAND |
- 16" TEE BLOCK !

7 18+21.33 11.35' LT.

1:20

File: 09336001 PWO5-Phase 3.dgn

Scale:

- 16"x14" REDUCER, M.J.
- 14" SOLID SLEEVE, M.J.
- 16" RETAINER GLAND

- 14" RETAINER GLAND |

8 18+25.58 11.39' LT.

[N N NPT [EE I AR N ST BN SRR BN N
|

WATER MAIN
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ROADWAY DESIGN DIVISION.

PROJECT LOCATION: HIGHWAY 15 & WORTHMAN BLVD, SEWARD, NE

File: 09336001 PRO1-Phase 3.dgn

Scale: 1:150

Computer: LINMEGANS

Date: 27-0CT-2025 14:04

OWNERSHIP TEMPORARY EASEMENTS
TRACT NO. OWNER DESCRIPTION TAKING SQ. FT. |[AREA OF DISTUBANCE FOR ACCESS
1 TENSENEOO1 LLC 29-11-3 TRACT IN NE 1/4 60.33 AC 0 19.115.19 S.F. 22,445.84 S.F.
TRACT NO. OWNER DESCRIPTION TAKING SQ. FT. |AREA OF DISTUBANCE FOR ACCESS
2 DARI PROCESSING, LLC.|29-11-3 TRACT IN SE 1/4, LOT 17 0 2,400 S.F. 0
/
| !
LEGEND ; J/
| .
TEMPORARY EASEMENT IN AREAS OF DISTURBANCE ! 4
/] TEMPORARY EASEMENT FOR ACCESS ! i
i 4
| ¥
i /
| A
| 4
! Ve
[ /
i “
| B’
: /
| /
R /
4
%
s TRACT 1
TENNECO
SEWARD 29-11-3 TRACT IN NE 1/4 60.33 AC
DO _NOT

1/4 SECTION LINE

/

DISTURB RACKS

CONTRACTOR ACCESS

S 89° 6' 22" E, 581.50'

IZAAK WALTON ROAD 0° ' 0" E, 29.40"

N 90° 0' 0" E, 292.53'

N 0° 0" 0" W, 41.51" N 90° 0' 0" W, 292.46'

N 90° 0' 0" E, 73.26'

N 89° 6' 22" W, 562.66'

\DU NOT DISTURB TRANSFORMER

[TENNED PROPERTY LINE

EXISTING RAILROAD EASEMENT

N 0° 32' 38" E, 113.75'\U 4
N [ 0° 32' 38" W, 74.97'
DO NOT DISTURB TRANSFORMER I i "\{.* S o' 0" E, 49.71
N 90° 0' 0" E, 34.17'\_ N [+'
+
= O S 0° 0' 0" E, 114.36
+ + +t + e ! " v . !
e R AR . ot
EXISTING VALVE FOR ISOLATION B e i 4
+ + + + 4
N 0° 37' 50" E, 84.04' L 4
' G T e T . R e — gy
— \N \_EXISTING VALVE FOR ISOLATION
e
BNSF RAILWAY S 89° 40' 39" W, 107.13' [~EXISTING BNSF ROW
bl CITY ROW
L WALKER ROAD |
S 89° 42' 37" E, 60.00'~ — ) o m T T e T e e e e e r s e oy
N 0° 17' 23" E, 40.00'< [ " o T ;
. . F 1[5 0° 17" 20" W, 40.00
\ . ‘O'I: k

N 839° 42' 37" W, 60.00'/

TRACT 2
DARI PROCESSING, LLC.
SEWARD 29-11-3 TRACT IN SE 1/4,

N 0° 20' 58" E, 540.65'

S 0° _20' 58" W, 564.65'

90° 0' 0" W, 82.97'

PROJECT NO.

SHEET NO.

09336001-D

W1

o
o
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